19990108.ba v02_n372.bam.990108

>From ???@??? Sat Jan 09 02:21:39 1999
Date: Fri,  8 Jan 1999 12:24:17 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2372
Message-Id: <19990108181415.3F7A09BD0@devel43.theporch.com>

			    BOATANCHORS Digest 2372

Topics covered in this issue include:

  1) WTD: Power transformer
	by "E. V. Sandy Blaize" <ebjr@worldnet.att.net>
  2) Re: Halli SX-100 Question
	by jim lockwood <jmlckwd@mindspring.com>
  3) Re: Halli SX-100 Question
	by jackiv@juno.com (John M Iverson)
  4) Re: Lightening Detecting
	by CARRJJ@aol.com
  5) Re: Oil filled cap ???
	by "Barry L. Ornitz" <ornitz@tricon.net>
  6) Re: Tubes in Moscow, Russia
	by Morris Odell <morriso@vifp.monash.edu.au>
  7) Re: Lightning D/F Sets
	by David Prince <davprin@gil.com.au>
  8) Last Call
	by "James D. Mayfield" <kb9bnr@revealed.net>
  9) Last Call
	by "James D. Mayfield" <kb9bnr@revealed.net>
 10) WTB: Heath SB-230 meter
	by gwoods@albany.net (Gary Woods)
 11) Info Needed: APG-5 Radar
	by David Stinson <arc5@ix.netcom.com>
 12) Need correct EM address for Ed Zeranski
	by AviDov@aol.com
 13) Source of Filter Capacitors
	by Jim Hill <jshillw6ivw@earthlink.net>
 14) Help ID vibrator
	by Hans Jense <gjense@casema.net>
 15) Re: Source of Filter Capacitors
	by jackiv@juno.com (John M Iverson)
 16) Re: Source of Filter Capacitors
	by Scott Robinson <spr@earthlink.net>
 17) ** European Boatanchors Swap List **
	by "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es>
 18) TV balun to VT RX
	by mnhopkins@juno.com
 19) Re: Front panel restoration wisdom sought
	by dma@islandnet.com
 20) Cookie sheets?  Front panels!
	by "Roberta J. Barmore" <rbarmore@indy.net>
 21) FS: Collins R-389 LF receiver
	by "Terry O'Laughlin" <terryo@wort-fm.terracom.net>
 22) BA audio amp for sale
	by William Donzelli <william@ans.net>
 23) Re: Front panel restoration wisdom sought
	by Lenox Carruth <carruth@geo-thermal.com>

----------------------------------------------------------------------
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: "E. V. Sandy Blaize" <ebjr@worldnet.att.net>
Subject: WTD: Power transformer
Message-Id: <19990107211616.BIPD22626@LOCALNAME>
Date: Thu, 7 Jan 1999 21:16:16 +0000

Hello vacuum tube/glowbug fans!

        I recently laid hands on a Hallicrafters HT-18 VFO/exciter.  Got
it working then the power transformer went out!
        Looking for a upright mount (vertical mount) transformer about 
2-1/4" to 2-3/8" across mounting holes.  300-0-300 volts @ 70-90 ma.,
and the usual 5 v.a.c. and 6.3 v.a.c. windings.  I don't have a late enough
Stancor catalog to give numbers, most of my data is pre-war.
        Anyone have anything like that on the shelf?  Maybe we can trade for
something?

73,
Sandy W5TVW

------------------------------
Message-Id: <3.0.32.19990107133718.0073df20@pop.mindspring.com>
Date: Thu, 07 Jan 1999 13:37:22 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: jim lockwood <jmlckwd@mindspring.com>
Subject: Re: Halli SX-100 Question
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 02:46 PM 1/7/99 +0000, John K9UWA wrote:
>OK Halli Fans...
>Yesterday I had this SX-100 up on the bench trying to do an 
>alignment...
>this thing sure seems unstable. 
>If I just bumped the table it sounds like one of my outside birds with 
>a lot of warbling.....are these SX-100's all like that or did I miss 
>fixing something in it??


You have discovered one of the unique qualities of an SX-100 that makes
ownership and usage such a memorable experience!

I've had four of them and they are all like that.  

You can partially correct this by stiffening the tall electrostatic shield
that separates sections of the tuning capacitors.  One way to do this is to
solder 12Ga wire to the rear of the shield and to the T-notch filter box.
Also solder 12Ga wire from the front of the shield to the tuning capacitor
frame.   This won't cure the problem, but you will notice an improvement.

73,

Jim - K4CCF

(formerly KM6NK, WA4KOO, WN4KOO)
Looking for original QSL cards from K4CCF

http://www.mindspring.com/~johnmb/radiorm1.htm

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Thu, 7 Jan 1999 16:19:20 CST
Subject: Re: Halli SX-100 Question
Message-ID: <19990107.163544.3518.0.jackiv@juno.com>
From: jackiv@juno.com (John M Iverson)

Yup, you have an SX-100.  Many solutions to this problem have been tried.
only tour ingenuity will help. I think you will hear from someone who has
tried  many fixes.
Jack Iverson    K0EWU    jackiv@juno.com

On Thu, 7 Jan 1999 14:46:05 +0000 "John K9UWA" <k9uwa@cris.com> writes:
>OK Halli Fans...or Halli Haters!!
>Yesterday I had this SX-100 up on the bench trying to do an 
>alignment...that part went OK but I have to ask the group a question 
>about it....in CW mode..or SSB.....this thing sure seems unstable. 
>If I just bumped the table it sounds like one of my outside birds with 
>
>a lot of warbling.....are these SX-100's all like that or did I miss 
>fixing something in it??
>thanks for the input!!
>de John K9UWA
>John Goller, K9UWA & Jean Goller, N9PXF 
>Antique Radio Restorations
>k9uwa@cris.com
>k9uwa@cencentric.net
>
>http://www.concentric.com/~k9uwa/
>
>

___________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com/getjuno.html
or call Juno at (800) 654-JUNO [654-5866]
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From: CARRJJ@aol.com
Message-ID: <1a1ec0ab.36953a8c@aol.com>
Date: Thu, 7 Jan 1999 17:51:56 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: Lightening Detecting
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

There was a 1963 article in QST on using a crossed hula hoops for a storm
scope lightning detector. Also, you might be interested in my own article in
the next edition of Nuts 'n' Volts.

Joe Carr
K4IPV

------------------------------
From: "Barry L. Ornitz" <ornitz@tricon.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Boatanchors Mailing List" <boatanchors@sco.theporch.com>
Subject: Re: Oil filled cap ???
Date: Thu, 7 Jan 1999 18:09:22 -0500
Message-ID: <01be3a92$c34d1e80$6a4d62d8@ornitz.dpnet.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

John,  KF2JQ, asked:

>Can an oil filled (old) capacitor be paralleled with a modern
>electrolytic type to increase capacity in a power supply circuit if
>voltage ratings are correct?  Existing circuit is using a 8 uf oil
>filled unit and I was considering adding an electrolytic to double the
>filtering level without removing the old oil unit.

It will work fine from the capacitors' viewpoint.  The only problem is if
the power supply has a capacitor input filter and you have a vacuum tube
rectifier.  Capacitor input filters make the input current flow in short,
but high value peaks.  Most vacuum tube rectifiers cannot handle this and
there are limits on the amount of input capacitance they can work into
safely.  Graphs showing the safe region for a particular diode are often
included in the tube manuals.  You can safely add the extra capacitance on
the output side of the filter (after the choke) but adding it on the input
side might create problems.

As far as the circuit is concerned, the difference between an electrolytic
capacitor and an oil capacitor is negligible.

        73,  Barry   WA4VZQ   ornitz@tricon.net

------------------------------
Message-ID: <36954083.6730@vifp.monash.edu.au>
Date: Fri, 08 Jan 1999 10:17:23 +1100
From: Morris Odell <morriso@vifp.monash.edu.au>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Tubes in Moscow, Russia
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Ben Hall wrote:
> 
> Greetings everyone from a cold Moscow Russia...
> 

> *AND*, on the one wall, a board with probably 50 tubes tie-wrapped to
> it, all for sale, all current manufacture... 

There was a very similar store in Tel-Aviv Israel a couple of years ago
when I was there. Just around the corner from the Carmel market in a
little street. It was shut on the day I saw it but the window shopping
was fascinating - tubes galore. It was probably owned by a Russian too -
there are a lot of emigrants there, many of them highly educated
technical types.

73 de Morris VK3DOC

------------------------------
Message-ID: <36942487.D787D59B@gil.com.au>
Date: Thu, 07 Jan 1999 13:05:43 +1000
From: David Prince <davprin@gil.com.au>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Lightning D/F Sets
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

G'day Gang,
            Back in the late 70's, I was purchasing surplus Government
disposals for our Amateur Radio Club. I can remember getting three
"Spherics" receivers from The Department of Aviation. One was at
Brisbane Airport and the others were at Charleville and Townsville
Airports (all in Queensland, Australia). These used a loop antenna
built into a box about (from memory) 3ft x 3ft x 9ins, and a verticle
sense antenna. The loops were permanently mounted in a fixed direction
which allowed all 3 units to triangulate up into the Timor Sea north
of Australia to get bearings on storm activity there.

Seeing that we took them out in the late 70's, I feel sure they would
have been used for at least 15 years or so.

We dismantled the box from around one of the loop antennas and found a
small bell transformer inside with a secondary winding of around 6
volts. On looking at the schematics, we found what was called a
"spider" circuit. Can't remember how it worked now, but apparently
every now and then, the secondary of the transformer was switched into
or across the loop and voltage applied to discourage spiders from
building their webs. I wonder how successful it was?
Cheers,

-- 
Dave Prince VK4KDP
Ipswich, Queensland, Australia
davprin@gil.com.au
http://www.home.gil.com.au/~davprin

------------------------------
Message-Id: <3.0.32.19990107191806.00c9527c@revealed.net>
Date: Thu, 07 Jan 1999 19:18:15 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "James D. Mayfield" <kb9bnr@revealed.net>
Subject: Last Call
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Guys, I have 20 6al5's left in this sale group, I will palace the order on
Friday. So if you are interested in getting these please speak up, I will
only sell them in groups of 10, and I only have 2 groups left. So first
come first served on these.

73 Dave

*********************************************
Dave Mayfield KB9BNR         
Personal Web Page   				     
http://home.revealed.net/qste/bnr/kb9bnr.html  

------------------------------
Message-Id: <3.0.32.19990107192058.00c97098@revealed.net>
Date: Thu, 07 Jan 1999 19:21:04 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "James D. Mayfield" <kb9bnr@revealed.net>
Subject: Last Call
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Wow that was fast. They are all sold! Thanks guys!



>Guys, I have 20 6al5's left in this sale group, I will palace the order on
Friday. So if you are interested in >getting these please speak up, I will
only sell them in groups of 10, and I only have 2 groups left. So first
>come first served on these.

73 Dave

*********************************************
Dave Mayfield KB9BNR         
Personal Web Page   				     
http://home.revealed.net/qste/bnr/kb9bnr.html  

------------------------------
From: gwoods@albany.net (Gary Woods)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTB: Heath SB-230 meter
Date: Fri, 08 Jan 1999 03:08:57 GMT
Message-ID: <369775f4.5175027@mail.albany.net>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

A friend is trying to fix one of these up, and the meter has gotten bashed
somewhere along the way.

Does anyone know the availability of 8873s?

I won't add any further boatanchor content, because this amp clearly
qualifies on its own.

(ex-1 tour ATN2; but never on a ship, unless you count a briefing while
docked....;)


-- 
Gary Woods O- K2AHC   Public keys at www.albany.net/~gwoods, or get 0x1D64A93D via keyserver
gwoods@albany.net gwoods@wrgb.com
fingerprint =  E2 6F 50 93 7B C7 F3 CA  1F 8B 3C C0 B0 28 68 0B

------------------------------
Message-ID: <36959129.271EA904@ix.netcom.com>
Date: Thu, 07 Jan 1999 23:01:29 -0600
From: David Stinson <arc5@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Info Needed: APG-5 Radar
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Anyone have any information on the APG-5 radar?
I've got and AS-68/APG-5 antenna by Galvan
that is dated 1944.  Fiberglass cylinder with 
a tip on top and N-connector on the bottom.  It looks like
the front of a bomb or torpedo.  Only thing I can
find is a reference to the AN/APG-5 radar used
in the Lockheed F-90 jet fighter of 1949, but 
this doesn't jibe with the unit or the 44 contract date.

Anyone got any clues?

73 DE Dave Stinson
arc5@ix.netcom.com

------------------------------
From: AviDov@aol.com
Message-ID: <48e043a7.36959dd7@aol.com>
Date: Fri, 8 Jan 1999 00:55:35 EST
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Edward Zeranski <ejz@nosc.mil>, ezeran@cris.com
Mime-Version: 1.0
Subject: Need correct EM address for Ed Zeranski
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

I have tried two different EM addresses for Ed Zeranski and both bounced.
They were both OK as of Christmas Eve.
If anyone out there knows him please ask him to contact me.  Tnx

------------------------------
Message-Id: <3.0.5.32.19990107233938.007b34a0@earthlink.net>
Date: Thu, 07 Jan 1999 23:39:38 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Jim Hill <jshillw6ivw@earthlink.net>
Subject: Source of Filter Capacitors
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Thanks to all of you who told me Tech America was the store I was looking
for. Here's another question.

Anyone know of a good source of power supply filter capacitors; probably
various capacitances at about 350-450V? I checked Tech America and Mouser
and found suitable capacitors, but maybe there is a better source.

I've been busy attempting to reform some old timers I have had in a box for
10+++ years, but better to get some new ones. I wonder if it is possible to
get capacitors that are not from China. Maybe the quality control is better
at other locations.
73's Jim

------------------------------
Message-Id: <199901080801.JAA14097@smtp1.casema.net>
Subject: Help ID vibrator
Date: Fri, 8 Jan 99 09:04:22 +0100
From: Hans Jense <gjense@casema.net>
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"

Listmembers,

Earlier this week I visited a local electronics surplus store, and found 
a couple of the following, both still NIB, even inside their protective 
moisture repellant bags:

Stock No. 3H6707
1 each
viobrator
S.C order No.
16012-PHILA-51-11

Any guesses as to what equipment these came from?

-- Hans


----------------------------
Marjes Elling and Hans Jense
       Vondellaan 5
     2281 CA Rijswijk
      The Netherlands
   phone: +31 70 399 1208
----------------------------

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Fri, 8 Jan 1999 02:39:33 CST
Subject: Re: Source of Filter Capacitors
Message-ID: <19990108.024820.3526.0.jackiv@juno.com>
From: jackiv@juno.com (John M Iverson)

I have used "Bob's Antique Radios and Electronics" in the past. good
quality and very good prices.at:111 East 29th St. La Grange Park, IL
60526.  see page 49,  Jan '99 Antique Radio Classified. sells in quantity
only. (lots of 25)  ie   22 uf 450v  $28.00  for 25.  pp. fone  
1-708-352-0647.  no connection, just a happy customer.   73  jack 
Jack Iverson    K0EWU    jackiv@juno.com

On Thu, 07 Jan 1999 23:39:38 -0800 Jim Hill <jshillw6ivw@earthlink.net>
writes:
>Thanks to all of you who told me Tech America was the store I was 
>looking
>for. Here's another question.
>
>Anyone know of a good source of power supply filter capacitors; 
>probably
>various capacitances at about 350-450V? I checked Tech America and 
>Mouser
>and found suitable capacitors, but maybe there is a better source.
>
>I've been busy attempting to reform some old timers I have had in a 
>box for
>10+++ years, but better to get some new ones. I wonder if it is 
>possible to
>get capacitors that are not from China. Maybe the quality control is 
>better
>at other locations.
>73's Jim
>
>

___________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com/getjuno.html
or call Juno at (800) 654-JUNO [654-5866]
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Message-Id: <v03007803b2bb70484597@[208.251.191.131]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Fri, 8 Jan 1999 00:21:38 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Re: Source of Filter Capacitors

>Thanks to all of you who told me Tech America was the store I was looking
>for. Here's another question.
>
>Anyone know of a good source of power supply filter capacitors; probably
>various capacitances at about 350-450V? I checked Tech America and Mouser
>and found suitable capacitors, but maybe there is a better source.
>
>I've been busy attempting to reform some old timers I have had in a box for
>10+++ years, but better to get some new ones. I wonder if it is possible to
>get capacitors that are not from China. Maybe the quality control is better
>at other locations.
>73's Jim

Jim and the gnag,

At work we have used both Panasonic and Nichicon for years with good
success.  I'd go with one of these manufacturers.

Regards,



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!

------------------------------
Message-Id: <3.0.1.32.19990108113421.006c6fa8@192.168.0.1>
Date: Fri, 08 Jan 1999 11:34:21 +0100
To: Old Tube Radios <boatanchors@theporch.com>
From: "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es>
Subject: ** European Boatanchors Swap List **
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hello!

I would like to invite you to join a new e-mail group (eGroup), called
"European Boatanchors Swap List" (EuroBA Swap for short). This group, as
the name says, is mainly oriented to European people but, of course,
everybody can join it. If you are not interested, please, forgive me for
the bandwidth.

This group is focused to european Boatanchors users who want to buy, sell
or swap them (or related material as manuals, parts, ...) inside Europe
limits, mainly to save on shipping costs (you know, BA items are not
lightweight!). Of course, general messages about Boatanchors would be also
fine, but it is not the purpose of the group, as these are not limited to
European users.

This group could be also useful to help arranging shippings or locally
examine items for other members (virtual eyes ;-)! ). Let's give the
fraternity a chance :-)!. I should say here that I have received great
support from people already in the EuroBA Swap List. Thanks!

You can join this List by sending a blank e-mail message to:

euro_ba_swap-subscribe@egroups.com

And you can also visit the EuroBA Swap List home at:

http://www.eGroups.com/list/euro_ba_swap


Please, if you have any question or comment, e-mail me directly.

Thanks!

Best regards.

JOSE

=============================================================================
PS: I apologize if you have received this message multiple times. I have
sent it to different Boatanchor related lists I am subscribed, to reach the
maximum number of possibly interested people. Thanks for understanding!
=============================================================================

--------------------------------------------------------
  73 EB5AGV / EC5AAU
     JOSE V. GAVILA
     Ausias March 46, 15
     46910 Benetusser - VALENCIA
     SPAIN

** VISIT MY VINTAGE RADIO SITE - updated 3-January-1999 ***
  http://www.geocities.com/SiliconValley/6992/
  e-mail: eb5agv@ctv.es & eb5agv@amsat.org

------------------------------
From: mnhopkins@juno.com
To: Old Tube Radios <boatanchors@theporch.com>
Cc: glowbugs@piobarie.mines.uidaho.edu
Date: Fri, 8 Jan 1999 08:18:00 -0600
Subject: TV balun to VT RX
Message-ID: <19990108.082002.-9147.0.MNHopkins@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit


>What about using the TV-type 300 ohm-to-75 ohm matching networks  [to
feed balanced receiver inputs]?  Or are they frequency sensitive?
>
	At least impliedly these things are not frequency sensitive.  The
Kitchin regenerative RX of recent ARRL handbooks uses them backward as a
5 mc high pass filter.  Moreover, they are free.  There is one on every
side-of-the road set my pal Frank picks up.

	Incidently, Bill Pasternack of Worldradio et al says his first contact
(6M of course) was thru 100 feet of twinlead to a TV antenna.

	Maybe moulding Magnavoxes and abandoned Admirals deserve a second look.

de ab5L, Michael Hopkins, Box 226841, Dallas, TX  75222,
MNHopkins@JUNO.com
Student of Tecraft, ICM, and Six Meters' golden age, 1956-58.

------------------------------
From: dma@islandnet.com
Message-Id: <Version.32.19990107195011.01016a70@mail.islandnet.com>
Date: Thu, 07 Jan 1999 19:54:04 -0800
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Front panel restoration wisdom sought
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 08:50 PM 01/06/99 -0600, David Lee wrote:
>I've adopted a very rusted Johnson Pacemaker from a good friend at work.
>Sadly, it once was a pampered rig, but alas- it's been sitting in him garage
>for years... unprotected.
>The case can be sandblasted and repainted.  My dilemma is what wisdom is
>appropriate for refurbishing the front panel.       
>
>Cardinal sin #1.  I used windex/409 on the front panel and learned that aged
>paint from the 50's (our paint chemical composition is much better now,
>right?) comes right off. Doesn't really matter much since the rust is fairly
>bad anyway- thank goodness I learned the *easy* way.
>
>I might be brave enough to attempt a two color panel repaint (after sand
>blasting), but I'm very wary about the silk screeing of text back onto the
>panel.  Feb 1994 ER article by KC5DFX describes doing it using CAD and PC,
>but I don't think I'm that brave.  Anyone have success doing it manually
>with press ons? (gulp).
>
>Any (dis)encouragement, technique advice, or resources are greatly
appreciated. 

Hi David (et al)

The current issue of Electric Radio has a truly fine article on
refinishing! It contains some really useful info on prepping,
sand-blasting, paints, spraying, how to match color and 'sheen.' It also
provides a great way to refinish the rounded lips on cabinets. 

Two (paint covered) thumbs up.

Jan Skirrow, VE7DJX
Duncan, BC, Canada

***********************************************


http://www.islandnet.com/~dma/Boatanchors/

Information, Parts, Pictures, Articles: The R-390A
and other classic gear.

***********************************************

------------------------------
Date: Fri, 8 Jan 1999 12:23:04 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Cookie sheets?  Front panels!
Message-ID: <Pine.SUN.3.96.990108120533.28890A-100000@indy3>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Hi, Gang!

   I was given a couple of high-tech, no-burn-'em cookie sheets for
Christmas, and I'm going to have to get more.
   Nope, I'm not going off on a baking frenzy (800-dozen cookies for the
whole group is a *few* more than I'd have time for!).  The advanced
superduperness of these consists of a pattern in the surface almost
*exactly* like the "rhino hide" pattern on the front panel of an SX-28!
Better yet, they're heavy aluminium (just over 1/16" thick) and have only
two 3/4" wide "sides" where the metal is bent up at a 45-degree angle.
About 18" square.
   *Super* front panel material for old-style tube gear!  I'm going to see
what wrinkle paint does on this stuff--quite often, it will "follow" such
surfaces as it wrinkles, and might look pretty good!  But can't do that
with a Christmas gift (and I *have* been baking on 'em--they work well,
btw), so I'm hunting up some more.  Made here in Indiana--I'll report on
price and paintability after I get some more to play with. 

   73,
   --Bobbi

   Home today, with plumbing troubles; so far, they've got a good section
of the kitchen ceiling torn out and we *might* have a bathtub drain by
evening; no word on if we'll have a tub surround or just bare 2x4s yet: it
seems valves *can* be so old there's no fixing 'em, and what a mess to
replace!
   I have been on 20m (while waiting on the freezing rain we've been
promised; really *didn't* want seconds of that course!). Actually heard a
G-call.  About R2/S2, I wouldn't've known what it was save for the S9 VE3
on the other end!  But it's sumpin'--I don't hear much DX and the last
time, it was a fraud. 
   --RJ

KB9GKX "RJ"  rbarmore@indy.net   Roberta J. (Bobbi) Barmore
      FISTS #3388 * G-QRP #10001 * ARRL * RSGB * WIA 
   Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys
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Message-Id: <3.0.3.32.19990108102219.0090a3c0@wort-fm.terracom.net>
Date: Fri, 08 Jan 1999 10:22:19 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "Terry O'Laughlin" <terryo@wort-fm.terracom.net>
Subject: FS: Collins R-389 LF receiver
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

For Sale:  1951 Collins R-389/URR low frequency receiver, serial no. 692

Coverage: 15-1500 kHz in two bands - 15-500 kHz and 500-1500 kHz
Motorized tuning (not autotune - it does not "memorize" any frequencies)
Bandwidths: 0.1, 1, 2, 4, and 8 kHz
Audio filter bandwidths: 800 Hz peak, 3500 Hz low pass, wide
AM/CW
AGC slow, medium, fast

Receiver is complete with original meters, top and bottom covers, and power
plug (cable is new w/ground lug).  Receiver is electrically and
mechanically functional but does not play.  (i.e. lights up, motorized
tuning works, gear train is smooth, but no signal can be received).  I have
never taken the time to even test the tubes (it has many more than an R-390
or A).  The 6082s are new Raytheon stock purchased two years ago.  Close
inspection shows that the wires to the antenna relay have been cut and that
the bakelite window shutter that hides the band not being tuned has a
portion broken off (it is simple flat plate easily fabricated from new
stock - can be removed/installed without removing front panel)

Includes photocopy of manual (Fair radio style).

I bought this receiver five years ago intending to restore it.  It has the
usual wear and tear (scuffs and scratches on paint mainly) but has not been
dropped, dented, abused, or modified.  I'll never get to it and I need the
space in my shop.

I will have this on my table at the WARAC swap meet in Waukesha, WI
tomorrow.  I will not consider shipping it until after tomorrow (it weighs
more than a 390).

This is your chance to own a very rare radio.

$500 or offer

73     Terry O'    WB9GVB
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Date: Fri, 8 Jan 1999 13:22:39 -0500 (EST)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BA audio amp for sale
Message-Id: <Pine.GSO.3.96.990108131558.23074m-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

I have a small Bogen Challenger HF10A amplifier that I would like to sell. 
It seems to work fine, but needs to be cleaned up physically and
electrically. The tubes are a 12AX7a driving a pair of 6AQ5s for 10 Watts. 
There is no "case", as it looks like this should have gone into a larger
wood cabinet.  That is OK, because we boatanchor types just love to have
exposed tubes around, for the pretty glow and the burnt cat noses. 

I will entertain any offers, no minimum. This is not a special audiophile
amp by any means. Buyer pays shipping from New York (the thing is not
heavy).

This item actually belongs to the Retrocomputing Society of Rhode Island,
so any money goes to preserving boatanchor computers (OK, so we do not
have any with tons of tubes yet, but maybe someday...).

William Donzelli
william@ans.net
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Message-ID: <36964CC4.9F50D7BA@geo-thermal.com>
Date: Fri, 08 Jan 1999 12:21:56 -0600
From: Lenox Carruth <carruth@geo-thermal.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Front panel restoration wisdom sought
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I would highly recommend soda blasting instead of sand blasting.  It will do much
less damage to the surface.

If the lettering on the old panel is good enough to photograph, you could get it
silk screened after you refinish it but it would be expensive.  I heard somewhere
that someone had experience with such a place.  May have been here on the list.

dma@islandnet.com wrote:

> >The case can be sandblasted and repainted.  My dilemma is what wisdom is
> >appropriate for refurbishing the front panel.



--

Lenox

-------------------------------------------------------------------
Lenox Carruth           Dallas, TX           carruth@geo-thermal.com
Collector of WW-II Communications Equipment and Memorabilia

Wanted:     TCS-14 Transmitter,     TBX,     BD-71,     Sextant
-------------------------------------------------------------------

------------------------------
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